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1 Introduction
The MC34700 is a multi-rail power supply IC, 
consisting of three switch-mode power 
supplies (SMPS, also known as DC/DC 
converters), and one low-dropout (LDO) 
regulator.

All three SMPS regulators are based on a 
step-down topology. This means that each 
SMPS regulator generates a voltage at its 
output that is less than the voltage applied at 
its input.

The goal of this application note is to provide 
guidelines to help users determine the 
maximum current that the converters 
integrated in the MC34700 can deliver at their 
output.

It should be noted that this document focuses 
only on the maximum output current of a single 
SMPS regulator, without taking into account 
other aspects (such as thermal behavior or 
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output voltage ripple) related to the actual operating conditions of the MC34700 in the user’s 
application.

2 Determining the Maximum Output Current
In a step-down converter under steady-state conditions, the average current in the inductor 
IL is equal to the output current IOUT. Figure 1 represents the inductor current vs. time in 
CCM (Continuous Conduction Mode, i.e. the inductor is never fully discharged and its 
current never reaches zero). As shown, the inductor current is not constant, but varies 
around IOUT between a maximum and a minimum value, whose difference ΔIL is the 
peak-to-peak inductor current ripple.

Figure 1. Inductor Current in a Step-down Converter

ΔIL is influenced by several factors related to the operating conditions. It can be found that 
the following relationship applies to ΔIL:

where

VIN: converter’s input voltage (in V)

VOUT: converter’s output voltage (in V)

fsw: converter’s switching frequency (in Hz)

L: inductance (in H)

ΔIL: peak-to-peak inductor current ripple (in A)

Once VOUT is determined in the application, the largest ΔIL value (ΔIL,MAX) occurs at the 
maximum input voltage occurring in the application:
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For proper operation, it must be ensured that the maximum inductor current IL,MAX is always 
less than the converter’s peak current limit ILIM,MIN (the minimum value specified in the 
MC34700 Data sheet). Expressed in mathematical terms:

Rearranging the previous formula, it follows that:

As can be seen in this formula, the maximum output current IOUT,MAX that a converter can 
provide, will depend on the current limit specified in the data sheet, as well as on the 
operating conditions of the application and the inductance L chosen by the user.

Adequate margin needs to be selected at the application level to keep the maximum 
inductor current IL,MAX sufficiently below the converter’s peak current limit ILIM,MIN.

The previous procedure can be applied to any of the three step-down converters available 
in the MC34700.

3 Example
Now examine a numerical example, based on BUCK CONVERTER 1 of the MC34700, and 
calculate the maximum output current that can be achieved with a given inductance. For a 
worst-case analysis, consider the maximum input voltage, the minimum switching 
frequency, the minimum peak current limit, and the minimum inductance.

Assuming the following operating conditions for a given user’s application: 
• VIN,MAx = 12 V (maximum input voltage in the user’s application)
• VOUT = 5.0 V (output voltage in the user’s application)
• L = 6.8 μH nominal (inductance chosen by the user); for worst-case analysis, 

manufacturing tolerances and inductance loss due to current flow must be considered. 
For this numerical example, if a 30% inductance decrease is assumed, then L = 4.76 μH 
must be considered in the calculations. The data sheet of power inductors should always 
be inspected carefully to determine the actual inductance value.

The following parameters for BUCK CONVERTER 1 should be considered:
• fsw = 760 kHz (minimum switching frequency, see the Switching Frequency parameter in 

the Electrical Characteristics of the MC34700 Data sheet)

LfV
VVV

I
swIN

OUTOUTIN
L ⋅⋅

⋅−
=Δ

max,

max,
max,

)(

min,
max,

max,max. 2 LIM
L

OUTL I
I

II <
Δ

+=

2
max,

min,max,
L

LIMOUT

I
II

Δ
−<



Example

Determining the Maximum Output Current for the MC34700 Switching Regulators

Freescale Semiconductor 4

• ILIM,MIN = 2.5 A (minimum peak current limit specified for BUCK CONVERTER 1. See the 
Peak Short-circuit Current Limit parameter in the Electrical Characteristics of the 
MC34700 Data sheet)

Start by calculating the maximum peak-to-peak inductor current ripple. From the following 
formula:

the worst-case current ripple is calculated as:

If a design margin of 20% of ILIM,MIN is chosen by the user, then the maximum inductor 
current IL,MAX must be kept below 2.0 A.

Therefore:

Replacing  in the previous formula, the maximum output current is found by:

With the operating conditions and the inductance assumed at the beginning of this 
numerical example, the maximum current that BUCK CONVERTER 1 can provide is 1.6 A.

minmax,

max,
max,

)(
LfV
VVV

I
swIN

OUTOUTIN
L ⋅⋅

⋅−
=Δ

AIL 8.0max, =Δ

A
I

II L
OUTL 2

2
max,

max,max. <
Δ

+=

AIL 8.0max, =Δ

AIOUT 6.1max, =



How to Reach Us:

Home Page:
www.freescale.com

Web Support:
http://www.freescale.com/support

USA/Europe or Locations Not Listed:
Freescale Semiconductor, Inc.
Technical Information Center, EL516
2100 East Elliot Road 
Tempe, Arizona 85284 
1-800-521-6274 or +1-480-768-2130
www.freescale.com/support

Europe, Middle East, and Africa:
Freescale Halbleiter Deutschland GmbH
Technical Information Center
Schatzbogen 7
81829 Muenchen, Germany
+44 1296 380 456 (English)
+46 8 52200080 (English)
+49 89 92103 559 (German)
+33 1 69 35 48 48 (French)
www.freescale.com/support

Japan:
Freescale Semiconductor Japan Ltd. 
Headquarters 
ARCO Tower 15F 
1-8-1, Shimo-Meguro, Meguro-ku, 
Tokyo 153-0064 
Japan 
0120 191014 or +81 3 5437 9125
support.japan@freescale.com

Asia/Pacific:
Freescale Semiconductor China Ltd. 
Exchange Building 23F 
No. 118 Jianguo Road 
Chaoyang District 
Beijing 100022  
China  
+86 10 5879 8000
support.asia@freescale.com

For Literature Requests Only:
Freescale Semiconductor Literature Distribution Center
P.O. Box 5405
Denver, Colorado 80217
1-800-441-2447 or +1-303-675-2140
Fax: +1-303-675-2150
LDCForFreescaleSemiconductor@hibbertgroup.com

Freescale™ and the Freescale logo are trademarks of 
Freescale Semiconductor, Inc. All other product or service names 
are the property of their respective owners.
© Freescale Semiconductor, Inc. 2010. All rights reserved.

AN4066
Rev. 1.0
11/2010

Information in this document is provided solely to enable system and 
software implementers to use Freescale Semiconductor products. There are 
no express or implied copyright licenses granted hereunder to design or 
fabricate any integrated circuits or integrated circuits based on the 
information in this document.

Freescale Semiconductor reserves the right to make changes without further 
notice to any products herein. Freescale Semiconductor makes no warranty, 
representation or guarantee regarding the suitability of its products for any 
particular purpose, nor does Freescale Semiconductor assume any liability 
arising out of the application or use of any product or circuit, and specifically 
disclaims any and all liability, including without limitation consequential or 
incidental damages. “Typical” parameters that may be provided in Freescale 
Semiconductor data sheets and/or specifications can and do vary in different 
applications and actual performance may vary over time. All operating 
parameters, including “Typicals”, must be validated for each customer 
application by customer’s technical experts. Freescale Semiconductor does 
not convey any license under its patent rights nor the rights of others. 
Freescale Semiconductor products are not designed, intended, or authorized 
for use as components in systems intended for surgical implant into the body, 
or other applications intended to support or sustain life, or for any other 
application in which the failure of the Freescale Semiconductor product could 
create a situation where personal injury or death may occur. Should Buyer 
purchase or use Freescale Semiconductor products for any such unintended 
or unauthorized application, Buyer shall indemnify and hold Freescale 
Semiconductor and its officers, employees, subsidiaries, affiliates, and 
distributors harmless against all claims, costs, damages, and expenses, and 
reasonable attorney fees arising out of, directly or indirectly, any claim of 
personal injury or death associated with such unintended or unauthorized 
use, even if such claim alleges that Freescale Semiconductor was negligent 
regarding the design or manufacture of the part. 


	1 Introduction
	2 Determining the Maximum Output Current
	3 Example


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


