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SL Lo Rho Battery Strap Series

Description

Agency  Approvals

Features

AGENCY AGENCY FILE NUMBER

E183209

 R50119583
Applications
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Caution:

Ambient Operation Temperature

Part Number Hold Current (A)

Temperature Rerating
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Packaging

Order Numbering System

Part Number Ordering Number I 
hold

 (A) I 
hold

 Code Packaging Option Bulk Quantity
Quantity &

 Packaging Code

QUANTITY  CODE M: 1000 

VOLTAGE RATING (VDC)

SERIES

HOLD CURRENT 
(VALUE DIVIDED BY 100 = 
HOLD CURRENT IN AMPS)

06 SL 190G  M

Average Time Current Curves

1.00 10.00 100.00

0.01

0.10

1.00

10.00

100.00

T
im

e
 t

o
 T

ri
p
 (
se

c)

1.9 A

Fault Current (A)

A

CD2D1

B E

Dimensions (mm)

Part 
Number

A B C D1 D2 E

Inches mm Inches mm Inches mm Inches mm Inches mm Inches mm

Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. Min. Max.

Temperature Rerating Curve
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