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5.0×5.2mm 2.2mm max.

TV DVC DSC HDD
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LTF

LTF 5022 T - 1R2 N 4R2 - LC

L×W×H
(mm) (μH) (A)

5022 5.0×5.2×2.2 T 1R0 1.0 M ±20% 3R6 3.6
100 100 N ±30% 2R0 2.0

� ��

°C °C / mg
LTF5022 –40 to +105 –40 to +105 500 170

RoHS

RoHS RoHS  http://www.tdk.co.jp/rohs/

Cl 900ppm Br 900ppm  Cl Br 1500ppm
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LTF5022
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LTF LTF5022

�� (max.) Idc1 Idc2
Idc1: 30%
Idc2: 40°C

L
(kHz)

(� )
(A)�

max. typ.
(μH) max. typ. Idc1 Idc2

1.2 ±30% 100 0.025 0.021 4.3 4.2 LTF5022T-1R2N4R2-LC
1.8 ±30% 100 0.032 0.028 3.6 3.8 LTF5022T-1R8N3R6-LC
2.2 ±30% 100 0.040 0.036 3.2 3.4 LTF5022T-2R2N3R2-LC
3.3 ±30% 100 0.060 0.054 2.5 2.7 LTF5022T-3R3N2R5-LC
4.7 ±30% 100 0.081 0.073 2.0 2.3 LTF5022T-4R7N2R0-LC

10.0 ±20% 100 0.16 0.14 1.4 1.7 LTF5022T-100M1R4-LC
22.0 ±20% 100 0.32 0.28 0.9 1.2 LTF5022T-220MR98-LC

L 4285A Agilent Technologies
VP-2941A Panasonic

 Idc1 4285A+42841A+42842C Agilent Technologies
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LTF LTF5022

L
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4285A+42841A+42842C Agilent Technologies
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* typ.

A W1 W2 N E
LTF5022 ø180 13 17 ø60 2

ø13.0±0.5

ø21.0±0.8

2.0±0.5

A

(1.0)
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Dimensions in mm

A B øD0 E F P0 P1 P2 W K t
LTF5022 5.25 5.25 1.50+0.10/-0 1.75±0.1 5.5±0.1 4.0±0.1 8.0±0.1 2.0±0.1 12.0±0.2 2.3 0.4


